














per cilindri
tubi condotta, collari, rubinetti … pipes tubes, collars and ball valves

La Ditta si riserva il diritto di apportare modifiche tecniche e dimensionali senza alcun preavviso. T.C.A. spa non assume alcuna responsabilità per usi impropri dei materiali, o comunque incompatibili con le caratteristiche degli stessi.
The Company reserves the right to modify specifications and dimensions without notice. T.C.A. spa accepts no liability for any improper use of the materials, or inconsistent with their properties.
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Collari Pi.Effe.Ci
in moplen®

microporoso trattato,
in resine poliammidiche
autoestinguenti ed
in alluminio.
Certificazione ISO 9001.

Pi.Effe.Ci collars
in polypropylene,
in self-extinguishing
polyamide or aluminium.
Quality assurance ISO 9001.

TC - Tubi condotta in acciaio
E235 piegabili a freddo.
TCZ - in acciaio zincato
E235 piegabili a freddo.
TCX - in acciaio inox.
Certificazione ISO 9001.

TC - Pipes tubes in steel
E235 suitable for cold bending.
TCZ - in zinc plated steel
E235 suitable for cold bending.
TCX - in stainless steel.
Quality assurance ISO 9001.

Cavallotti Pi.Effe.Ci
in acciaio normale e inox
AISI 304 e 316.
Certificazione ISO 9001.

Pi.Effe.Ci stirrup bolts
in steel and stainless steel
AISI 304 and 316.
Quality assurance ISO 9001.

Rubinetti a sfera
per alte pressioni a due,
tre e quattro vie.
A richiesta in AISI 316.
Certificazione ISO 9001.

Ball valves
for high pressure two,
three, four-way flow.
AISI 316 available on request.
Quality assurance ISO 9001.

Innesti rapidi
in acciaio al carbonio
e AISI 316.

Quick connect couplings;
carbon steel
and stainless steel AISI 316.
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in moplen®

microporoso trattato,
in resine poliammidiche
autoestinguenti ed
in alluminio.
Certificazione ISO 9001.

Pi.Effe.Ci collars
in polypropylene,
in self-extinguishing
polyamide or aluminium.
Quality assurance ISO 9001.

TC - Tubi condotta in acciaio
E235 piegabili a freddo.
TCZ - in acciaio zincato
E235 piegabili a freddo.
TCX - in acciaio inox.
Certificazione ISO 9001.

TC - Pipes tubes in steel
E235 suitable for cold bending.
TCZ - in zinc plated steel
E235 suitable for cold bending.
TCX - in stainless steel.
Quality assurance ISO 9001.

Cavallotti Pi.Effe.Ci
in acciaio normale e inox
AISI 304 e 316.
Certificazione ISO 9001.

Pi.Effe.Ci stirrup bolts
in steel and stainless steel
AISI 304 and 316.
Quality assurance ISO 9001.

Rubinetti a sfera
per alte pressioni a due,
tre e quattro vie.
A richiesta in AISI 316.
Certificazione ISO 9001.

Ball valves
for high pressure two,
three, four-way flow.
AISI 316 available on request.
Quality assurance ISO 9001.

Innesti rapidi
in acciaio al carbonio
e AISI 316.

Quick connect couplings;
carbon steel
and stainless steel AISI 316.




